Application No,: 10/753,379 

AMENDMENTS TO THE CLAIMS 

1 . (Currently Amended) A vehicular dialogue interface comprising: 
a display for displaying letters ; and 
a centralized commander comprising 

a first switch operable for an inching scan on the display in a first direction, and 

a second switch op e rable for a trav e rse scan on the display in a second direction diff e rent 
from the first dir e ction 

a decision switch installed at the center of the commander and actuated b y pressing 
operation to output predetermined operation command; 

a first scan switch actuated by independent pressing operation relative to pressing 
operation of the decision switch to output directional operation command corr esponding to 
pressing position, and operable for an inching scan of the letter in a fi rst direction; 

a second scan switch surrounding the first scan switch and actuated by ro tating operation 
to output signal corresponding to rotation angle, and operable for an inching scan o f the letters in 
a second direction; 

a first tact switch installed under the decision switch and detect ing pressing operation of 
the decision switch; and 

a second tact switch installed under the first scan switch and detecting press ing operation 

of the first scan switch. 
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2. (Currently Amended) A vehicular dialogue interface according to claim 1, wherein the 
centraliz e d commander furth e r comprises a at least two first scan switches are provided at the top 
and bottom of the decision switch. 

3. (Currently Amended) A vehicular dialogue interface according to claim 1, wherein the 
first dir e ction is p e rp e ndicular to th e s e cond dir e ction scan switch is disc-shaped and surrounds 
the decision switch . 

4. (Currently Amended) A vehicular dialogue interface according to claim 1, wherein the 
first switch is e ight dir e ctional letters include letters of the alphabet . 

5. (Cancelled) 
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